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Hunter IH (Irrigation Hose) Risers are a commercial grade, micro irrigation product for use in creating durable, vandal-resistant drip systems.  The ½” irrigation hose (3/8” IPS) is offered in lengths of 6”, 12”, 18”, 24”, and 36” (15cm, 30cm, 46cm, 61cm, and 91cm) and is produced from highly flexible PVC. These lengths come standard with ½” MPT fittings on each side for quick and easy connection. 
For building custom length risers the irrigation hose and ½” MPT fittings are sold separately and are to be assembled at site.  Fittings are also offered in reclaimed purple besides the standard brown. 
	Maximum flow                 
	7 GPM

	Maximum pressure     
	60 PSI

	Durometer Hardness (A Scale)
	88 to 94 tested per ASTM Method D2240

	Brittleness Temperature
	15o C (59o F) tested per ASTM Method D746(A)

	Tensile Strength
	1,800 PSI tested per ASTM Method D411

	Specific Gravity, nominal
	1.40 to 1.44 tested per ASTM Method D792(A)

	Warranty
	2 years 


Available Models:

· IH-RISER-XX, where XX is the length of the hose

· IH-RISER-XX-R, where XX is the length of the hose and R is for Reclaimed water application.
(Example: IH-RISER-24 = 24” IH Riser with ½” MPT fittings on each end)
Available Components:

· IH-250 (Flexible PVC Irrigation Hose 250’ length)

· IHFIT-3850 (3/8” X 1/2” MPT fitting - Brown)

· IHFIT-3850NP (3/8” X 1/2” MPT fitting -Purple)

· SCREEN-CV (Filter Screen with 12’ check valve, Optional)
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